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Functions / Benefits:

��ƒThe Cubro Converter TAP helps in saving on access points when multiple devices can monitor link traffic 
simultaneously through a single Regeneration TAP.

��ƒThe Cubro Converter TAP passes all traffic (including errors) from all layers for comprehensive 
troubleshooting because the path from input to the output ports is layer 1 to layer 7 transparent

��ƒUp to 3 units can be mounted in the optional 19” rackmount kit, see graphic below.
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PRODUCT CAPABILITIES / FEATURES
Link Ports Standard: LC connector (SM or MM) R Type: optical (SM or MM), 

copper SFP or SFP+(10G version)

Monitor ports SM, MM

Fault Propagation If the link on the input port is going down, the output ports will 
follow with a short delay. 

LED Indicators LEDs on the front panel indicate power and signal status.

Power 12V DC supply with or without redundancy 
Power dissipation: 7.5W

Propagation Delay (In to Out) 0.7 ns only 

MTBF 198185 hours

Operating Temperature 0 to 55°C 

Operating Humidity 80% maximum relative humidity 

Physical Dimensions (H x W x D) 3 x 11,2 x 17-cm  1,8 x 4,4 x 6,7-in 

Rugged Aluminum Housing Stable Aluminum Housing with precise connector labeling on 
front panel. 19“ Rack mount kit also available 
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ORDERING INFORMATION
Product Type & Number Description

CBR.CONV-1-MM-R3 Converter TAP, 1 Link 1000 Base-SX (MM) LC connector, 2 SFP Monitor 
Ports 1000M; 1/3 19" rackmount housing (rackmount kit not included)

CBR.CONV-1-SM-R3 Converter TAP, 1 Link 1000 Base-LX (SM) LC connector, 2 SFP Monitor 
Ports 1000M; 1/3 19" rackmount housing (rackmount kit not included)

CBR.CONV-R-1-MM-R3 Converter TAP R version, 1 Link 1000M (2 x SFP) , 2 x 1000 Base-SX 
(MM) Monitor Ports; 1/3 19" rackmount housing (rackmount kit not 
included)

CBR.CONV-R-1-SM-R3 Converter TAP R version, 1 Link 1000M (2 x SFP) , 2 x 1000 Base-LX 
(SM) Monitor Ports; 1/3 19" rackmount housing (rackmount kit not 
included)

CBR.CONV-10-MM-R3 Converter TAP, 1 Link 10G Base-SX (MM) LC connector, 2 SFP Monitor 
Ports 10G; 1/3 19" rackmount housing (rackmount kit not included)

CBR.CONV-10-SM-R3 Converter TAP, 1 Link 10G Base-LX (SM) LC connector, 2 SFP Monitor 
Ports 10G; 1/3 19" rackmount housing (rackmount kit not included)

CBR.CONV-R-10-MM-R3 Converter TAP R version, 1 Link 10G (2 x SFP) , 2 x 10G Base-SX (MM) 
Monitor Ports; 1/3 19" rackmount housing (rackmount kit not included)

CBR.CONV-R-10-SM-R3 Converter TAP R version, 1 Link 10G (2 x SFP) , 2 x 10G Base-LX (SM) 
Monitor Ports; 1/3 19" rackmount housing (rackmount kit not included)

CBR.RM19-3 Cubro 19" Rackmount Kit for 3x 1/3 19" units

For more information please check our website www.cubro.com


